BOC 8000 Oxygen Regulator (Part No. 11103 - Vertical Inlet)

Oulle:;;;a)ssure MaxEanium% ;=Iow Inlet G?gg?) Range Outlet G(%L;?;a Range Inlet Cannection Ouliet Connection
10 1650 0-400 0-16 5/8" BSP RH 3/8" BSP RH

BOC 8000 Acetylene

Regulator (Part No. 1

1104 - Vertical Inlet)

Outlet Pressure Maximum Flow Inlet Gauge Range Outlet Gauge Range m 3
(Bar) (Umin) (Bar) (Bar) Inlet Connection Outlet Connection
1.8 242 0-40 0-22 5/8" BSP LH 3/8" BSP LH

BOC 6000 Oxygen Regulator {Part No. 117

61 - Vertical Inlet)

Oulle};‘arsssure Max;ﬂmni:mw Inlet G?gg?) Range Outlet G(%g?? Range Inlet Connection Outlet Connection
6 956 0-400 0-10 5/8" BSP RH 3/8"BSP RH

5000 Acetylene

Regulator (Part No, 1

1762 - Vertical inlet)

Qutlet Pressure Maximum Flow Inlet Gauge Range Outlet Gauge Range . :
(Bar) (L/min) {ggr) e (Bag) g Inlet Connection QOutlet Connection
15 17 0-40 0-22 5/8" BSP LH 3/8" BSP LH

Vertical Inlet)

Outlet Pressure Maximum Flow Inlet Gauge Range Qullet Gauge Range N .
(Bar) (Lmin) {Bgr) g (Bar) Inlet Connection Outlet Connection
10 1450 0-400 0-68 5/8" BSP RH 3/8"BSP RH

BOC 9500 Acetylene

Regulator (Part No. 11102 - Vertical Inlet)

Oullet Pressure Maximum Flow Inlet Gauge Range Oullel Gauge Range . .
(Bar) (Lmin) Ba) G Inlet Connection Outlet Connection
1.5 210 0-40 0-22 5/8"BSPLH 3/8"BSP LH

BOC 6000 Argon Pre
Outlet Pressure

Maximum Flow

set Regulator (Part No. 11764 - Vertical Inlet

Inlet Gauge Range Outlet Gauge Range
(Bar)

Inlet Connection Outlet Connection

(Bar) (Limin) (Bar)
2 40 0-400 Not fitted 5/8" BSP RH 3/8" BSP RH
BOC 6000 Argon Shielding Gas Regulator (Part No. 11763 - Vertical Inlet)
Oullezggﬁssure Maxmtjnr:; flcw Inlet G?ggsj Range Outlet G(%uagr;'-.- Range inlet Connaction Gutlet Connection
1.5 45 0-400 0-55 5/8" BSP RH 3/8" BSP RH

BOC 6000 CO: Preset Regulator (Part No. 11766 - Side Inlet)

Outie:: g‘ar:a)ssure Max(lﬂtrnr\l?_‘ Fﬂw Inlet G?;gf) Range Outlet G&L;gr)e Range Inlel Conneclion Outlet Connection
2 40 0-400 Not fitted 0.860" - 14TPI 5/8" - 18 UNF RH

BOC 6000 CO: Shielding Gas Regulator (Part No. 11765 - Side Inlet)

Outlet Pressure Maximum Flow Inlet Gauge Range Outlet Gauge Range : i
(Bar) (L/min) (Bar) (Ban) Inlet Connection Outlet Connection
15 45 0-400 0-55 0.860" - 14TPI 5/8" - 18 UNF RH

BOC Flowmeters for use with BOC Preset Reguiators (Part No. 11767, 11768)

Iniet (I;r:r?sure Max;g;r;ln;: ow Inlet Connection Qullet Connection
2 15 3/8" BSP RH (Nut) 3/8" BSP RH
2 40 5/8" - 18 UNF RH (Nut) 5/8" - 18 UNF RH

NB. BOC inert gas regulators and flowmeters meet the requirements of ISO 2503 for cylinder valve connections.
“At 145 psi inlet and 14.5 psi outlet pressure, At no time should the withdrawal rate of an individual acetylene cylinder exceed 1/7 of the cylinder contents per hour.
If additional flow capacity is required, use an acetylene manifold system to supply the necessary volume
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